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5.3

INNOVATIVE AIR CONDUCTION TECHNOLOGY
The side-mounted bass reflex port enhances bass performance and simultaneously cancels out 
high-frequency sound leakage.

POWERFUL SOUND  
Featuring built-in 16.2mm dynamic drivers and a bass enhancement algorithm, this design 
immerses you more deeply in your music experience.

FOR SPORTS & MUSIC
Built-in pedometer for step counting and EQ customization available through the EDIFIER 
ConneX app

DUST & WATER RESISTANCE FOR OUTDOOR ACTIVE 
IP55 certified 

USER-FRIENDLY DESIGN
 Ergonomically designed, the elastic neckband with a skin-friendly liquid silicone coating 
provides a comfortable, lightweight, and secure fit, while being compatible with glasses and hats.

LONG BATTERY LIFE
offers around 17 hours of playtime and supports fast charging, where 15 minutes of charging 
provides 5 hours of usage.
 
GAME MODE WITH ULTRA LOW LATENCY
Enjoy an 80ms low latency connection for a seamless gaming experience

EDIFIER Comfo Run
Open-Ear Wireless Sports Headphones

EDIFIER Product | Comfo Run 

15mins = 5 hrs17 hrs

NEW

Game ModeFast 
Charge

EDIFIER 
CONNECT APP

IP55
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EDIFIER Product Deck | Air conduction VS Bone conduction

Bone Conduction Air Conduction

Sound Quality Sound Distortion and Less 
Bass

Clear Sound with 
Powerful Bass

Comfort Numbness Caused by 
Vibrations

Airy Wearing

Hearing Health Harmful High-frequency 
Vibrations

Touchless Listening

EDIFIER Comfo Run
Open-Ear  Wireless Sports Headphones
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Technical Specification  

Bluetooth V5.3

Bluetooth Protocol A2DP, AVRCP, HFP

Effective Distance ≥10M

Playtime (hours) 17h

Battery Capacity 140mAh/3.8V

Charging Port Magentic Charging Port

Input  5V/1A 

Charging Time 1.5h (15min=5h)

Weight 34g

Audio Coding  SBC,AAC

Driver 16.2mm Dynamic

Impedence 32Ω

Sound Pressure Level 90dB±3dBSPL(A)

Frequency Response 20Hz-20kHz

Mircophones 2  (1 on each side)

Microphone Sensitivity -38dB±1dB

IP Rating  IP55

Dimension (L x W x H mm) 131.5mm x 90mm x 55.5mm

EDIFIER Comfo Run
Open-Ear  Wireless Sports Headphones

EDIFIER Product Deck | OWS Series
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Packaging Structure & Layout Box Content

Item Quanlity

Headphone 1

Charging Cable 1

User Manual 1

Carton Configuration EAN Code

Color Options EAN Code

Black 6923520247462

Product Weight 34g (net weight)

Inner Carton 132x56.5x163.5mm(L×W×H),300g(gross weight)

 Master Carton 352x305x422mm(L×W×H)，9kg(net weight) 

PCS/CTN 30pcs

EDIFIER Product Deck | OWS Series

EDIFIER Comfo Run
Open-Ear Wireless Sports Headphones
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Thanks ;)



ΔΗΛΩΣΗ ΣΥΜΜΟΡΦΩΣΗΣ ΕΕ

ΜΕ ΠΑΡΑΚΑΤΩ ΑΝΑΓΡΑΦΟΜΕΝΗ ΚΟΙΝΟΤΙΚΗ ΝΟΜΟΘΕΣΙΑ ΚΑΙ
ΕΝΑΡΜΟΝΙΣΜΕΝΑ ΠΡΟΤΥΠΑ ΓΙΑ ΤΗΝ ΙΚΑΝΟΠΟΙΗΣΗ ΤΩΝ ΑΠΑΙΤΗΣΕΩΝ

ΑΣΦΑΛΕΙΑΣ, ΠΟΙΟΤΗΤΑΣ ΚΑΙ ΚΑΝΟΝΙΣΤΙΚΩΝ ΑΠΑΙΤΗΣΕΩΝ ΤΟΥ ΠΑΡΑΚΑΤΩ
ΠΡΟΣΔΙΟΡΙΣΜΕΝΟΥ ΠΡΟΪΟΝΤΟΣ

Όνομα του κατασκευαστή Edifier International Limited

Διεύθυνση
Ταχυδρομική Θυρίδα 6264 Γενικό ταχυδρομείο Χονγκ
Κονγκ

Εμείς, η Edifier International Limited, δηλώνουμε με αποκλειστική μας ευθύνη ότι
τα ακόλουθα προϊόντα:

Εμπορικό σήμα Όνομα προϊόντος Όνομα μοντέλου

EDIFIER
Κεφαλόφωνα εντός του αυτιού με
ακύρωση θορύβου True Wireless

EDF200121 (Comfo Run)

έχουν ελεγχθεί και συμμορφώνονται με το Ευρωπαϊκό Πρότυπο που καθορίζεται
στο παρόν:

Οδηγία για τον ραδιοεξοπλισμό 2014/53/ΕΕ

Άρθρο 3.1α Υγεία EN 62479:2010

Άρθρο 3.1α Ασφάλεια EN IEC 62368-1:2020+A11

Άρθρο 3.1β EMC

EN 55032:2015+A1
EN 55035:2017+A11
EN 61000-3-3: 2013+A2
EN 61000-3-2: 2019-A1
EN 301489-1 V2.2.3
EN 301489-17 V3.2.4

Άρθρο 3.2 Ραδιοφάσμα EN 300328 V2.2.2

Υπογραφή:

Εκτυπωμένη επωνυμία: Li Lanqiang

Θέση: Υπεύθυνος κέντρου πιστοποίησης

Τόπος και ημερομηνία έκδοσης: DongGuan 2024-2-26
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