Charger Wireless WK Fuin WP-U89 10W
Black/White
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Overview:

Wk WP-U89 Fuln Air 10W Fast Wireless Charger

Smart experience, safe and efficient living a free life, support all models with QI
wireless standard, cute wireless design, charge and discharge, high efficient, non-
slip design, Cut wired worries, enjoy wireless freedom, updated charger disk, more

powerful beyond your imagination.

Features: o
FULN AIR |

Power connector: Micro USB

Input: DC5V-2A/ DC9.5V-1.5A WIRELESS fi

Output Power: 10W CHARGER i};
WP-U89
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= | Certificate of Compliance |/
= Certificate No. : CTC19080111EC =
= Applicant : SHENZHEN WK TECHNOLOGY CO., LTD. =
=h 1/F, A2 BUILDING, MINGJUN INDUSTRIAL PARK, NO.8 =
= HUANING RD., SHENZHEN, PR.C. =
E:::::,. Manufacturer : SHENZHEN WK TECHNOLOGY CO., LTD. 5-’:’:«-,
= 1/F, A2 BUILDING, MINGJUN INDUSTRIAL PARK, NO.8 =
=2 HUANING RD., SHENZHEN, PR.C. =
= ProductName ~ : SPEED 18W POWER ADAPTER =
=t Main Test Model ~ : WP-U72 =
= Additional Model  : WP-U51, WP-U52, WP-U53, WP-U54, WP-U55, WP-U56, WP-U57 53
=2 WP-U58, WP-U59, WP-U60, WP-U61, WP-U62, WP-U63, WP-U64 =
B WP-U65, WP-UB6, WP-U67, WP-U68, WP-U69, WP-U70, WP-U71 =
=8 WP-U73, WP-U74, WP-U75, WP-U76, WP-U77, WP-U78, WP-U79 =
s WP-U80, WP-U81, WP-U82, WP-U33, WP-U84, WP-U85, WP-U86 ;3,_
~ WP-U87, WP-U8S, WP-U89, WP-U90, WP-U91, WP-U92, WP-U93 2
= WP-U94, WP-U95, WP-U96, WP-U97, WP-U98, WP-U99 =
= Test Standard : EN55032:2015 EN55035:2017
'«,’g EN61000-3-2:2014 ~ EN61000-3-3:2013 N
A As shown in the L
=3 - 1 R =
= Sout Bor G, CTC19080111E =
= The EUT described above has been tested by us with the listed standards and =
=: found in compliance with the council EMC directive 2014/30/EU. It is possible 2
‘3{:‘ to use CE marking to demonstrate the compliance with this EMC Directive. :'i{:
= The certificate applies to the tested sample above mentioned only and shall =
i‘.&{"- not imply an assessment of the whole production. ;’:3.}:
= Aug. 22, 2019 =
5| | Shenzhen CTC Tes 4 e =
2% Add: RM632:634, i ngsfe Pavglal Pat : d] ,ngnua rict, Shenzhen,China =)
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|| Certificate of Compliance |
=4 | certificattNo.  : CTC19080111SC =)
o Applicant . SHENZHEN WK TECHNOLOGY CO., LTD. =
:_—g'é: 1/F, A2 BUILDING, MINGJUN INDUSTRIAL PARK, NO.8 ::.gg
= HUANING RD., SHENZHEN, PR.C. =)
:{:’.‘; Manufacturer : SHENZHEN WK TECHNOLOGY CO., LTD. 5'5:‘.'.’:'
= 1/F, A2 BUILDING, MINGJUN INDUSTRIAL PARK, NO.8 =
=4 HUANING RD., SHENZHEN, PR.C. =)
= Product Name : SPEED 18W POWER ADAPTER =
EX Main Test Model ~ : WP-U72 =
=: Additional Model ~ : WP-U51, WP-U52, WP-U53, WP-US4, WP-U55, WP-U56, WP-U57 =)
= WP-U58, WP-U59, WP-U60, WP-U61, WP-U62, WP-U63, WP-U64 =
.f:‘::::;' WP-U65, WP-UB6, WP-U67, WP-U68, WP-U69, WP-U70, WP-U71 .if::f
.:’_"(:\ WP-U73, WP-U74, WP-U75, WP-U76, WP-U77, WP-U78, WP-U79 ;’T‘
é@ WP-U80, WP-Ug1, WP-U82, WP-U83, WP-U84, WP-U85, WP-U86 %
§ WP-U87, WP-U88, WP-U89, WP-U90, WP-U91, WP-U92, WP-U93 :g,i;_
"3;';% WP-U94, WP-U95, WP-U96, WP-U97, WP-U98, WP-U99 E:’
G’%f; Test Standard : EN 60950-1:2006+A11:2009+A1:2010+A12:2011+A2:2013 =
(\Z As Shown inthe  : Y
5] | TestReportNo. CTC19080111SR =
%:_E The EUT described above has been tested by us with the listed standards and ‘:;:.f:
;’;{3: found in compliance with the council LVD Directive 2014/35/EU. It is possible 5,5::;-:
g::_: to use CE marking to demonstrate the compliance with this LVD Directive. _%
%} The certificate applies to the tested sample above mentioned only and shall §§_§§
;§§§ not imply an assessment of the whole production. === =
E?;T:.' c € Max Zeng E%-_
=2 Manager =
% Aug. 22, 2019 5
%”3’ Shenzhen CTC Testing Co., L 5'§;=§
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