
Features:

KVM Switch 1 Monitor 2 Computers: 

This KVM Switch allows 2 computers to share one 
Monitor and 4 USB 3.0 devices such as a set of 
keyboard, mouse, hard drives, U disk, and printer, 
and centralize control of your 2 computers on 
one monitor. You can easily switch between two 
hosts, which not only keeps your workspace tidy 
but also helps to maximize productivity and 
viewing capabilities.



Upgraded Resolution--UHD 8K@60Hz: 

 This HDMI 2.1 2 port KVM switches supports 
resolution up to 8K@60Hz and backward 
compatible 4k@60Hz, 4k@30Hz, 
2560*1440@120Hz, 1920*1080@240Hz. UGREEN 
USB Switch also supports HDMI 2.0/1.4 and HDCP 
2.3/1.4. Its transmission speed is three times 
more content than Ultra HD 4K, and there will no 
longer be stuck or dropped frames when 
watching video from now on.



Driver-Free & Great Compatibility: 

This KVM switch HDMI 2 port box supports 
Windows 11/10/8.1/8/7/Vista/XP, Mac OS, and 
Linux systems. Just plug and play, driver-free. 
The USB KVM switch is also compatible with most 
HDMI source devices, such as PS5, PS4, PS3, Xbox 
One, TV Box, PC, Laptop, Nintendo Switch, etc. It is 
widely applied for Enterprise, Office, Multimedia 
Teaching, Meeting Rooms, Gaming Rooms, 
Research Tests, etc.



CM692-25961-P1

Features:

8K@60Hz KVM Switch HDMI with USB 3.0 Ports Switch



CM692-25961-P2

Specification:

8K@60Hz KVM Switch HDMI with USB 3.0 Ports Switch

*Input: 2XHDMI,USB-C,1XMiniUSB


*Output: 1XHDMl,3XUSB-A,1XUSB-C


*Resolution: Up to 8K@60Hz


*HDCP Version: HDCP 2.3 and backward compatible


*USB Standards: USB3.0, supports transfer rate of up to 5Gbps


*Color Depth: 24-bit/30-bit/36-bit


*Pixel Formats: RGB/YCbCr4:4:4/YCbCr 4:2:2/YCbCr 4:2:0


*Audio Formats: Supports LPCM/DTS/DSD and 2.0/2.1/5.1/7.channel


*Audio Sampling Rate: 24-bit/30-bit/36-bit


*Function Supported: Supports 3D visualeffects/HDR10/HDR10+/VRR


*Switching Mode: Button/desktop controller


*Power SupplyInput: USB-C 5V-3A Max


*Compatible Systems: Windows/macOS/Linux


*Dimensions: L142XW63XH21(mm)/L5.6XW2.5XH0.8 (inch)
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